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Specification Sheet

EXPLORE THE POSSIBILITIES

Discover the convenience of a ready-to-order solution.

The Collection features a comprehensive selection of available
options, so you can find a lighted mirror that accentuates your

design and reflects your vision.

At Robern, we deliver solutions that support your process and take
you from concept to unmatched experience seamlessly.

Uncompromising
Quality

|g Backed by Kohler

FEATURES & BENEFITS

e Color Temperature: CCT of 3000K complementing overhead
lighting and sconces typically used in hotel designs

¢ Light direction and output eliminate dark shadows, provides
bright, even task lighting and rich, saturated tone in
your reflection

» Solutions for ADA Designs: Column lighting pattern will comply
with the Americans with Disabilities Act requirements and is
ideal for hospitality and commercial applications

¢ LED system with a life rating of > 50,000 hours

ENERGY EFFICIENT LED LIGHTING: (measurements may vary)

Kelvin 3000
CRI 90+

R9 Value* 50+
Watt Output - LED 120w max
Lumens* (Estimated) 1000 - 1390

* Mirror measured not the raw LED.
Range are from sizes 24" x 36" to 66" x 48"

CODES/STANDARDS APPLICABLE

The Collection Lighted Mirror is UL certified to:
* UL 962
* CSA-C22.2, No. 250.4

ROTATABLE

Unmatched
Customer Service

Collaborative
Design Program

CONSTRUCTION

e Durable anodized aluminum frame and glass construction
* Quality polished edge mirror

e Diffuser built into the product

e Fully encased lighting construction eliminating exposed LEDs
and electrical components

« Constructed for surface mounting
e Salt Spray Tested

e Secure placement: Independent lab testing of mirror and
frame mounting

INSTALLATION

* Includes installation hardware with easy installation via Plug
and Hang System, saving on install time by plugging into an
outlet rather than hardwiring

* Power Requirements: Minimum requirements is 120 watts and
varies per size. The lighted mirror is designed to require a 120
VAC 20 amp GFCI circuit protected wall outlet

» For on/off operation, use a standard wall switch

¢ Hang in portrait or horizontal orientation

If a project design requires a product outside of the standard offerings, custom solutions are available.

Contact us at custom@robern.com for more information
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MODELS

Model Number

CM2436RCFPNANU
CM2442RCFPNANU
CM2448RCFPNANU
CM3636RCFPNANU
CM3642RCFPNANU
CM3648RCFPNANU
CM4236RCFPNANU
CM4242RCFPNANU
CM4248RCFPNANU
CM4836RCFPNANU
CM4842RCFPNANU
CM4848RCFPNANU
CM5436RCFPNANU
CM5442RCFPNANU
CM5448RCFPNANU
CM6036RCFPNANU
CM6042RCFPNANU
CM6048RCFPNANU
CM6636RCFPNANU
CM6642RCFPNANU
CM6648RCFPNANU

DIMENSIONS

A

Product Dimensions

24" W x 36" H x 1-3/4" D (610 mm x 914 mm x 44 mm)
24" W x 42" H x 1-3/4" D (610 mm x 1067 mm x 44 mm)
24" W x 48" H x 1-3/4" D (610 mm x 1219 mm x 44 mm)
36" W x 36" H x 1-3/4" D (914 mm x 914 mm x 44 mm)
36" W x 42" H x 1-3/4" D (914 mm x 1067 mm x 44 mm)
36" W x 48" H x 1-3/4" D (914 mm x 1219 mm x 44 mm)
42" W x 36" H x 1-3/4" D (1067 mm x 914 mm x 44 mm)
42" W x 42" H x 1-3/4" D (1067 mm x 1067 mm x 44 mm)
42" W x 48" H x 1-3/4" D (1067 mm x 1219 mm X 44 mm)
48" W x 36" H x 1-3/4" D (1219 mm x 914 mm x 44 mm)
48" W x 42" H x 1-3/4" D (1219 mm x 1067 mm x 44 mm)
48" W x 48" H x 1-3/4" D (1219 mm x 1219 mm x 44 mm)
54" W x 36" H x 1-3/4" D (1372 mm x 914 mm x 44 mm)
54" W x 42" H x 1-3/4" D (1372 mm x 1067 mm x 44 mm)
54" W x 48" H x 1-3/4" D (1372 mm x 1219 mm x 44 mm)
60" W x 36" H x 1-3/4" D (1524 mm x 914 mm x 44 mm)
60" W x 42" H x 1-3/4" D (1524 mm x 1067 mm x 44 mm)
60" W x 48" H x 1-3/4" D (1524 mm x 1219 mm x 44 mm)
66" W x 36" H x 1-3/4" D (1676 mm x 914 mm x 44 mm)
66" W x 42" H x 1-3/4" D (1676 mm x 1067 mm x 44 mm)
66" W x 48" H x 1-3/4" D (1676 mm X 1219 mm x 44 mm)
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* See instructions for wiring and location

Outlet Height: =

17-1/2" for mirrors Width (W) under 36"
20" for mirrors Width (W) 36" and greater
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